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UNLESS OTHERWISE
SPECIFIED, ALL DIMENSIONS
ARE IN INCHES.
TOLERANCE:
          FRACTIONAL= 1/64
          .XX= 0.015
          .XXX= 0.005
          .XXXX= 0.002
           ANGULAR= 0.5
CONCENTRICITY:  0.005 TIR
BREAK ALL SHARP EDGES
THREADS PER MIL-S-7742

LED Light Tray, Bezel Mount

6/17/05
BAW

2:1 of 

PART NUMBER:TITLE:
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APPROVED:

DRAWN:
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1.75

0.24

R0.12 ref

1.99 ref

component height
0.065 max

above bezel
0.080 max0.072 

flange thickness

Wire Length
1.0 inch

2
1

24 AWG twin conductor wire 
(White to pin 1, Black to pin 2)

Supplied with two (2) Screws
(See config)
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-1 Config. Shown
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Item Qty Part Number Description
1 1 See config. Assy, Light Tray LED
2 2 See config. Screw 3/16" long FH Phil Blk
3 2 See config. Pin, Connector
4 1 See config. Housing, Plug

ECO Rev . Description Date Approv ed
A Add -3, -4 configurations, LED assy was 9016059, 

release for production.
9/29/05 ScH

4529 B Add -5, -6 configurations, update screws to 90 series. 1/31/06 ScH/JBR
5252 C Add tolerance for wire length. 1/31/06 ScH/MKN
5710 D Added -7 configuration. 2/17/12 MKN/ScH
5768 E Added -8 configuration. 6/19/12 BCM/MKN

Dash # LED Assy Screws Pins Plug Housing Wire Length Voltage
Basic 9016276-2 90-406-10012 Omit Omit 18 inches 28

-1 9016276-1 90-306-10010 794017-1 770340-1 6 inches 28
-2 9016276-2 90-306-10010 Omit Omit 18 inches 28
-3 9016276-3 90-306-10010 794017-1 770340-1 6 inches 14
-4 9016276-4 90-406-10012 Omit Omit 18 inches 14
-5 9016276-5 90-306-10010 794017-1 770340-1 6 inches 5
-6 9016276-6 90-406-10012 Omit Omit 18 inches 5
-7 9016276-4 90-406-10012 7018328-1 7018336 18 inches 14
-8 9016276-1 90-406-10012 794017-1 770340-1 6 inches 28

Configuration

Note: 
1) See config. for nominal operating voltage. 
2) Max current: 20 mA 
3) Equipped with (2) white light emitting diodes (LEDs) and 

current limiting resistors. Body of light tray is black ABS. 
4) Temperature rating: -30°C to +70°C 
5) Mating connector: 1 ea. Amp 770342-1 Receptacle 

Housing and 2 ea. Amp 794016-1 terminal sockets. 
 


